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REVISION HISTORY  
NOTE: Page numbers for previous revisions may differ from page numbers in the current version. 

Revision 1.0: Release to Market. 

Revision 1.2:  Add application waveforms, update efficiency curve. 

Revision 1.3: Update R1 and R2 calculation value in page 11. 

Revision 1.4: Update DEVICE ORDER INFORMATION. 

DEVICE ORDER INFORMATION  

ORDERABLE 
DEVICE  

PACKAGING 
TYPE  

STANDARD 
PACK QTY 

PACKAGE 
MARKING 

PINS 
PACKAGE 

DESCRIPTION 

SCT2610ASTER 
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SYMBOL PARAMETER TEST CONDITION
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TYPICAL CHARACTERISTICS  

 

Figure 2. Efficiency vs Load Current (Vout=5V) 

 

Figure 3. Efficiency vs Load Current (Vout=12V) 

 

Figure 4. Load Regulation (Vout=12V) 

 

Figure 5.Frequency vs Temperature 

 

Figure 6. Shut-down Current vs Temperature 

 

Figure 7. Iq vs Temperature 
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FUNCTIONAL BLOCK DIAGRAM 

 
 

 
Figure 8. Functional Block Diagram 
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OPERATION 

Overview 

The SCT2610A is a 4.5V-65V input, 0.6A output, internal-compensated synchronous buck converter with built
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𝑅3 =
𝑉𝑆𝑡𝑎𝑟𝑡 (

𝑉𝐸𝑁𝐹

𝑉𝐸𝑁𝑅
) − 𝑉𝑆𝑡𝑜𝑝

𝐼1 (1 −
𝑉𝐸𝑁𝐹

𝑉𝐸𝑁𝑅
) + 𝐼2

 

 

(1) 

 

𝑅4 =
𝑅3 × 𝑉𝐸𝑁𝐹

𝑉𝑆𝑡𝑜𝑝 − 𝑉𝐸𝑁𝐹 + 𝑅3(𝐼1 + 𝐼2)
 

 

(2) 

Where  

Vstart: Vin rise threshold to enable the device 
Vstop: Vin fall threshold to disable the device 
I1=1uA 
I2=3uA 
VENR=1.21V 
VEMF=1.05V 

EN

1.21V

+

I2
3uA

I1
1uA

20K

EN

R3

R4

VIN

 
Figure 9. System UVLO by enable divide 

Output Voltage 

The SCT2610A regulates the internal reference voltage at 0.8V with 1% tolerance over the operating temperature 
and voltage range. The output voltage is set by a resistor divider from the output node to the FB pin. It is 
recommended to use 1% tolerance or better resistors. Use Equation 3 to calculate resistance of resistor dividers. 
To improve efficiency at light loads, larger value resistors are recommended. However, if the values are too high, 
the regulator will be more susceptible to noise affecting output voltage accuracy. 

𝑅𝐹𝐵_𝑇𝑂𝑃 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅𝐹𝐵_𝐵𝑂𝑇 (3) 

where  

• RFB_TOP is the resistor connecting the output to the FB pin. 

• RFB_BOT is the resistor connecting the FB pin to the ground. 

Internal Soft-Start 

The SCT2610A integrates an internal soft-start circuit that ramps the reference voltage from zero volts to 0.8V 
reference voltage in 4ms. If the EN pin is pulled below 1.05V, switching stops and the internal soft-start resets. 
The soft-start also resets during shutdown due to thermal overloading. 

Switching Frequency  

The switching frequency of the SCT2610A is set by placing a resistor between RT pin and the ground.  

In resistor setting frequency mode, a resistor placed between RT pin to the ground sets the switching frequency 
over a wide range from 300KHz to 800KHz. RT pin is not allowed to be left floating or shorted to the ground. Use 
Equation 4 or the plot in Figure 10. to determine the resistance for a switching frequency needed.  

 

𝑅𝑇(𝐾𝛺) = 𝑓𝑠𝑤(𝐾𝐻𝑧) (4) 

 

Where,  

fsw is switching clock frequency   

Figure 10. Setting Frequency  
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. 

Bootstrap Voltage Regulator  

An external bootstrap capacitor between BOOT pin and SW pin powers the floating gate driver to high-side power 
MOSFET. The bootstrap capacitor voltage is charged from an integrated voltage regulator when high-side power 
MOSFET is off and low-side power MOSFET is on. 

Over Current Limit and Hiccup Mode 

The inductor current is monitored during low-side MOSFET Q2 on. The SCT2610A implements over current 
protection with cycle-by-cycle limiting low-side MOSFET valley current and low-side MOSFET valley current to avoid 
inductor current running away during unexpected overload or output hard short condition.  

Over voltage Protection 

The SCT2610A implements the Over-voltage Protection OVP circuitry to minimize output voltage overshoot during 
load transient, recovering from output fault condition or light load transient. The overvoltage comparator in OVP 
circuit compares the FB pin voltage to the internal reference voltage. When FB voltage exceeds 110% of internal 
0.8V reference voltage, the high-side MOSFET turns off to avoid output voltage continue to increase. When the FB 
pin voltage falls below 105% of the 0.8V reference voltage, the high-side MOSFET can turn on again. 

Thermal Shutdown 

The SCT2610A protects the device from the damage during excessive heat and power dissipation conditions. Once 
the junction temperature exceeds 167C, the internal thermal sensor stops power MOSFETs switching. When the 
junction temperature falls below 132C, the device restarts with internal soft start phase.   
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APPLICATION INFORMATION 

Typical Application 
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Figure 11. SCT2610A Design Example, 12V Output with Programmable UVLO 

Design Parameters 

Design Parameters Example Value 

Input Voltage 48V Normal， 24V to 65V 

Output Voltage 12V 

Maximum Output Current 600mA 

Switching Frequency 500 KHz 

Output voltage ripple (peak to peak) 50mV 

Transient Response 60mA to 540mA load step ∆Vout = 400mV 
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Output Voltage 
 
The output voltage is set by an external resistor divider 
R5 and R6 in typical application schematic. 
Recommended R6 resistance is 10.2KΩ. Use equation 
5 to calculate R5. 

 

𝑅5 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅6 (5) 

where: 

• VREF is the feedback reference voltage, typical 
0.8V 

 

Table 1. R5, R6Value for Common Output Voltage 

(Room Temperature) 

VOUT R5 R6 

3.3 V 63.5 KΩ 20 KΩ 

5 V 105 KΩ 20 KΩ 

12 V 280 K
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• VOUT is the output voltage 

• VIN is the input voltage 

Since the inductor-current ripple increases with the input voltage, so the maximum input voltage in application is 
always used to calculate the minimum inductance required. Use Equation 9 to calculate the inductance value. 

𝐿𝑀𝐼𝑁 =
𝑉𝑂𝑈𝑇

𝑓𝑆𝑊 ∗ 𝐿𝐼𝑅 ∗ 𝐼𝑂𝑈𝑇(𝑚𝑎𝑥)

∗ (1 −
𝑉𝑂𝑈𝑇

𝑉𝐼𝑁(𝑚𝑎𝑥)

) (9) 

 
Where 

• LMIN is the minimum inductance required 

• fsw is the switching frequency 

• VOUT is the output voltage 

• VIN(max) is the maximum input voltage 

• IOUT(max) is the maximum DC load current 

• LIR is coefficient of ILPP to IOUT 

The total current flowing through the inductor is the inductor ripple current plus the output current. When selecting 
an inductor, choose its rated current especially the saturation current larger than its peak operation current and 
RMS current also not be exceeded. Therefore, the peak switching current of inductor, ILPEAK and ILRMS can be 
calculated as in equation 10 and equation 11. 

𝐼𝐿𝑃𝐸𝐴𝐾 = 𝐼𝑂𝑈𝑇 +
𝐼𝐿𝑃𝑃

2
 (10) 

𝐼𝐿𝑅𝑀𝑆 = √(𝐼𝑂𝑈𝑇)2 +
1

12
∗ (𝐼𝐿𝑃𝑃)2 (11) 

 
Where 

• ILPEAK is the inductor peak current 

• IOUT is the DC load current 

• ILPP is the inductor peak-to-peak current  

• ILRMS is the inductor RMS current  

In overloading or load transient conditions, the inductor valley current can increase up to the switch current limit of 
the device which is typically 0.8A. The most conservative approach is to choose an inductor with a saturation current 
rating greater than 0.8A. Because of the maximum ILVALLEY limited by device, the maximum output current that the 
SCT2610A can deliver also depends on the inductor current ripple. Thus, the maximum desired output current also 
affects the selection of inductance. The smaller inductor results in larger inductor current ripple leading to a higher 
maximum output current. 

For this design, use LIR=0.2 or 0.3, and the inductor value is calculated to be 33uH. The RMS inductor current is 
600mA, and the and peak and valley inductor current is 860mA and 340mA respectively. The chosen inductor is a 
WE 7447714330, which has a saturation current rating of 2.9A  

Input Capacitor Selection 

The input current to the step-down DCDC converter is discontinuous, therefore it requires a capacitor to supply the 
AC current to the step-down DCDC converter while maintaining the DC input voltage. Use capacitors with low ESR 
for better performance. Ceramic capacitors with X5R or X7R dielectrics are usually suggested because of their low 
ESR and small temperature coefficients, and it is strongly recommended to use another lower value capacitor (e.g. 
0.1uF) with small package size (0805) to filter high frequency switching noise. Place the small size capacitor as 
close to VIN and GND pins as possible. 
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The voltage rating of the input capacitor must be greater than the maximum input voltage. And the capacitor must 
also have a ripple current rating greater than the maximum input current ripple. The RMS current in the input 
capacitor 
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Application Waveforms 

Vin=48V, Vout=12V, unless otherwise noted 

 
Figure 12. Power up 

 
Figure 13. Power down 

 
Figure 14.Load Transient (0.06A-0.54A, 0.25A/us) 

 
Figure 15. Load Transient (0.15A-0.45A, 0.25A/us) 

 

 
Figure 16. SW and Vout Ripple 

 

Figure 17. Thermal, 48VIN, 12Vout, 0.6A 
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Typical Application Circuit 
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Figure 18. VOUT=3.3V, IOUT=0.6A Application Circuit 
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Figure 19. VOUT=5V, IOUT=0.6A Application Circuit 
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Figure 20. VOUT=12V, IOUT=0.6A Application Circuit 
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PACKAGE INFORMATION 

 
 

ESOP8/PP(95x130) Package Outline Dimensions 
 

Symbol 
Dimensions in Millimeters Dimensions in Inches 

Min. Max. Min.  Max. 

A 1.300 1.700 0.051 0.067 

A1 0.000 0.100 0.000 0.004 

A2 1.350 1.550 0.053 0.061 

b 0.330 0.510 0.013 0.020 

c 0.170 0.250 0.007 0.010 

D 4.700 5.100 0.185 0.201 

D1 3.050 3.250 0.120 0.128 

E 3.800 4.000 0.150 0.157 

E1 5.800 6.200 0.228 0.244 

E2 2.160 2.360 0.085 0.093 

e 1.270(BSC) 0.050(BSC) 

    

L 0.400 1.270 0.016 0.050 

 0° 8° 0° 8° 

 
NOTE: 

1. Drawing proposed to be made a JEDEC package outline MO-220 variation. 
2. Drawing not to scale. 
3. All linear dimensions are in millimeters. 
4. Thermal pad shall be soldered on the board. 
5. Dimensions of exposed pad on bottom of package do not include mold flash.  
6. Contact PCB board fabrication for minimum solder mask web tolerances between the pins. 
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